
Plastic Cartridges & Air Pistons

PVA offers high quality polyethylene cartridge inserts 
and air pistons for packaging compatible fluids. 

Polyethylene air pistons are designed to fit snug inside 
the cartridge tube to wipe the sidewalls clean as it 
pushes fluid out.

Plastic cartridges full of material can be loaded into 
PVA metal cartridge sleeves with air caps, cartridge 
drives, or high pressure cartridge pumps.

For more information, please contact PVA at 
info@pva.net or contact your local representative.

       One Mustang Drive | Cohoes, NY 12047
    tel 518 371 2684 | fx 518 371 2688 | www.pva.net

Specifications

Max Pressure at Room Temperature
100 psi

Molded Polyethylene

1/4” FNPT Outlet
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Plastic Cartridges

Part Number Size Description

PVA-25C 2.5 oz LDPE, White

PVA-60C 6 oz LDPE, White

PVA-120C 12 oz LDPE, White

PVA-200C 20 oz LDPE, White

PVA-320C 32 oz LDPE, White

Air Pistons

Part Number Fit Sizes Description

PVA-1P 6 oz or 12 oz HDPE, Black

PVA-2P 20 oz or 32 oz HDPE, Black

PVA-110P 1/10th gal (300 ml) HDPE, Black

Cartridge Dimensions (Inch)

Size A B C

2.5 oz 1.55 1.65 3.90

6 oz 1.55 1.65 7.00

12 oz 1.55 1.65 12.25

20 oz 2.55 2.65 9.75

32 oz 2.55 2.70 13.75

1/10th gal 1.85 1.95 8.90


